
LP 7505 is a fully hydraulic duplex roller, developed for compacting thin layers of granular soil and
asphalt. The high centrifugal force and speed increases productivity, while the sleek, compact
design allows easy handling in confined spaces. It comes equipped with a Hatz 1D50S diesel engine,
built-in hydraulic oil cooler and features an ergonomic, service-friendly design.

LP 7505 HATZ | MAN
967 89 74‑01

LP 7505 HATZ | EL
967 89 74‑02

1D50S 1D50S

7.5 kW 7.5 kW

Manual cord Electric

993.78 g/kWh 987 g/kWh

Diesel Diesel

57 Hz 57 Hz

27 N 27 N

60 m/min 60 m/min

3.6 km/h 3.6 km/h

2,500 mm 2,500 mm

820 mm 720 mm

Art nr:

PRODUCT VARIANT

WALK BEHIND ROLLER LP 7505 Hatz | Man

967 89 74‑01

Husqvarna LP 7505

WEIGHT

981
kg

CENTRIFUGA
L FORCE

27
N

ALL SPECIFICATIONS
LP 7505

ENGINE

Motor/engine model

Output power (As rated by the engine/motor manufacturer)

Starter

Exhaust emissions (CO2 EU V)

Power source

SPECIFICATIONS

Frequency

Centrifugal force

Speed

Speed forward max

DIMENSIONS

Product size length

Product size width

https://www.husqvarnaconstruction.com/int/compactors/lp7505/#
https://www.husqvarnaconstruction.com/int/compactors/lp7505/#


LP 7505 HATZ | MAN
967 89 74‑01

LP 7505 HATZ | EL
967 89 74‑02

1,260 mm 1,215 mm

981 kg 1,001 kg

107 dB(A) 107 dB(A)

89 dB(A) 89 dB(A)

ALL SPECIFICATIONS
LP 7505

Product size height

Weight

SOUND AND NOISE

Sound power level, guaranteed (LWA)

Sound pressure level at operators ear


