
rex V AND S 
TrACTOrS, 
SPeCIALISTS IN

The quality of vineyard and orchard cultivations depends on 
the use of extremely specialized machines, ones that are able to 
meet all the specific requirements of these types of crops. 

This is why Landini has developed the innovative Rex series: a 
range of tractors exclusively dedicated to vineyards and orchards, 
and designed paying special attention to the suggestions that 
came from farmers.

Available in the V version for vineyards and the S version 
for narrow orchards, this ultra-compact tractor range has been 
redesigned to offer improved gearbox controls, a new steering 
wheel with extra tilt adjustment and a new rounded hood with 
integrated rectangular headlights. 

The folding ROPS, available on the platform version, allows 
the operators to manoeuvre with ease when space is at a 
premium. In addition, the front axle with 55° steering angle and 
the integral braking action on all four wheels, make the Rex 
tractors extraordinarily easy to handle. 

Powered by a new Perkins Tier 3 4-cylinder turbocharged 
engine delivering 83 hp, the range features a modular 
transmission that provides up to 32 forward and 16 reverse speeds 
with creep option and a power lift with 5720 lb. (2.600 Kg) lift 
capacity. Despite their compact dimensions, the Ladini Rex tractors 
are equipped with a roomy, pressurized, air-conditioned cab 
offering the operators a comfortable environment, while providing 
exceptional all-round visibility. 

With a Rex tractor in the field, your productivity is guaranteed 
to increase. 
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Key:    standard    option    – not available
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EnginE 
Perkins Tier 3 direcT-injecTion engine 1104D-44T
max. Power (iso) HP/kw 83 / 61
max. Torque lb. (nm) 258 (352)
disPlacemenT/no. of cylinders cu in. (cm3) 4 / 268 (4000) Turbo
fuel Tank caPaciTy gal. (lT.) 11.8 (45)

ClutCh
indePendenT dry dual cluTcH in. 11

transmission
sPeed four+overdrive+mecH. reverse P. sHuTTle 24fwd+12rev (25 mPH / 40 kPH) 
sPeed four+overdrive+creePer+mecH. reverse P. sHuTTle: 32fwd+16rev 

PowEr takE-off
Power-assisTed mecHanical engagemenT 
2 sPeeds 540/750 rPm 
neT PTo Power (iso) HP/kw 70 / 51,5 

4wD front axlE
4wd auTomaTic engagemenT on braking 	 	 —
oil-immersed graPHiTe-coaTed fronT brakes, 4 discs  — 
max. sTeering angle 55

BrakEs
oil-immersed graPHiTe-coaTed rear brakes, 8 discs 
ibs inTegral braking sysTem 

hyDrauliC PowEr lift
mecHanically oPeraTed 
“landTronic”elecTronic Power lifT 
sTandard lifTing caPaciTy  lb. (kg) 5720 (2600)
Hydraulic flow @ remoTes gPm (lT/min.) 13.8 (52,3)
ToTal Hydraulic flow gPm  gPm (lT/min.) 21.6 (82,2)
caT. 2 THree-PoinT linkage 
Hydraulic adjusTmenT of rigHT lifTing rod 
side sTabilisers wiTH Hydraulic adjusTmenT + lower links  

wiTH quick-couPlings


rear auxiliary valves: sTandard / oPTion 3 / 4
flow divider 
TriPle PumP + 4 fronT ouTleTs on THe rigHT 
Hydraulic moTor fronT valve wiTH 2 ouTleTs on THe lefT 

CaB anD DriVing Position
"ToTal view” cab / radio adaPTor 
HeaTing / venTilaTion 
air condiTioning 
susPended PlaTform 

DimEnsions anD wEights (in running orDEr) with tyrEs 4wD  12.4 r28 13.6 r24
a - lengTH (wiTH ballasT) in. (mm) 155 (3932)
b - wHeelbase 2 wd in. (mm)  83 (2100)  —
b - wHeelbase 4 wd in. (mm) 84 (2130)
c - HeigHT To cab in. (mm)  93 (2370) 92 (2345)
c - HeigHT To roPs in. (mm)  89 (2280) 90 (2285)
d - ground clearance 2 wd in. (mm)  16,5 (420) —
d - ground clearance 4 wd in. (mm)  13 (330) 10 (260)
e - min/max overall widTH in. (mm)  45/54 (1140/1377) 47,5/52 (1213/1313)
weigHT 2 wd (wiTHouT ballasT, wiTH cab) lb. (kg)  5643 (2565) —
weigHT 4 wd (wiTHouT ballasT, wiTH cab) lb. (kg)  5665 (2575) 5863 (2665)

Landini is a trademark of Argo Tractors S.p.A.
via G. Matteotti, 7 | 42042 Fabbrico [RE] Italia
t. +39.0522.656.111 | f. +39.0522.656.476
webmaster@argotractors.com
www.argotractors.com
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NeW PerKINS TIer 3 eNGINe  
AND NeW TILT-UP HOOD
The reX V/S  TracTorS are powereD by a new, enVIronmenT-

frIenDly perkInS 1104D  4-cylInDer Turbo engIne ThaT 

DelIVerS 83 hp (ISo raTIng), whIle proVIDIng low emISSIon 

leVelS In accorDance wITh The TIer 3 STanDarDS. 

SpecIally DeVelopeD for farmIng applIcaTIonS, ThIS new 

engIne IncorporaTeS STaTe-of-The-arT SoluTIonS DeSIgneD 

To opTImISe The aIr-fuel mIXTure, Thereby ImproVIng 

combuSTIon anD engIne effIcIency. hIgher horSepower anD 

Torque wITh lower operaTIng coSTS are ThuS achIeVeD. 

The new, fully openIng  TIlT-up hooD proVIDeS eaSy acceSS 

To The engIne comparTmenT for rouTIne SerVIce anD 

maInTenance. > fIg.a

LATeST-GeNerATION  FrONT 4WD AxLe 
FOr rex V (VINeYArD)
wITh four-wheel DrIVe anD 55° STeerIng angle, The 

fronT aXle of The reX V moDel proVIDeS eXcellenT 

manoeuVrabIlITy. 

when The rear weT DISc brakeS are operaTeD, The 

four-wheel DrIVe wIll be auTomaTIcally engageD VIa a 

“SprIng-on” DeVIce, ThuS enSurIng effecTIVe brakIng on 

all four wheelS. > fIg. b

FrONT AxLe WITH WeT DISC BrAKe 
SYSTeM FOr rex S (NArrOW OrCHArD)
The fronT four-wheel DrIVe aXle wITh 55° STeerIng 

angle feaTureS a weT DISc brake SySTem. The combIneD 

acTIon of fronT anD rear  brakeS enSureS Safe, effecTIVe 

brakIng on all four wheelS. > fIg. c

DASHBOArD
The STylISh DaShboarD feaTureS analog InSTrumenTS

for SImple anD faST reaDIng. > fIg. D

SIDe GeAr AND reVerSe SHUTTLe 
LeVerS FOr MAxIMUM COMFOrT
The gear anD reVerSe ShuTTle leVerS are locaTeD on 

The DrIVer’S SIDe In ergonomIc poSITIon anD allow 24 

fwD + 12 reV SpeeDS To be SelecTeD In compleTe comforT. 

The reVerSe ShuTTle leVer allowS boTh reVerSIng all 

gearS of The baSIc TranSmISSIon anD acTIVaTIng The 

oVerDrIVe whIch enableS a maXImum SpeeD of 25 mph (40 

kph) To be achIeVeD. The TranSmISSIon can be opTIonally 

InTegraTeD wITh a creeper To obTaIn a ToTal range of 32 

fwD + 16 reV SpeeDS. > fIg. D
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HYDrAULICALLY-OPerATeD PTO CLUTCH 
LeVer.
The hyDraulIcally-operaTeD cluTch leVer (l - fIg. D) enableS 

SmooTh anD progreSSIVe engagemenT of The pTo for SofT 

STarTIng of The ImplemenTS.

The 1”3/8 pTo proVIDeS Two SpeeDS : 540/750 rpm (STanDarD) 

or 540/1000 rpm (opTIonal).

TWIN-LOCK AND 4WD WITH 
eLeCTrOHYDrAULIC eNGAGeMeNT
The SImulTaneouS lock of The rear anD fronT DIfferenTIalS 

anD The four-wheel DrIVe are elecTrohyDraulIcally 

engageD by buTTon. > fIg. e

NeW LANDTrONIC POWer LIFT
wITh conTrolS arrangeD In ergonomIc poSITIon on The 

STylISh oVal-ShapeD conSole locaTeD on The DrIVer’S 

rIghT, The lanDTronIc power lIfT feaTureS all maIn 

funcTIonS anD regulaTIonS anD proVIDeS comforTable 

fIngerTIp conTrol of all ImplemenTS. > fIg. e

The caT. II Three-poInT lInkage proVIDeS a maXImum lIfT 

capacITy of 5720 lb, (2600 kg). The lIfT lower lInkS can be 

equIppeD wITh eXTracTable anD aDjuSTable couplIngS. 

> fIg. f

HIGH-PerFOrMANCe HYDrAULICS AND 
VerSATILe AUxILIArY VALVeS
The hyDraulIc SySTem IS powereD by a Double pump 

proVIDIng a maXImum ToTal flow of 21.7 gpm (82 l/

mIn) anD comprISeS a mechanIcal power lIfT anD Three 

auXIlIary ValVeS mechanIcally operaTeD by leVer.  

a TrIple pump IncreaSIng The maXImum flow To 26.7 gpm (101 

l/mIn) can be opTIonally fITTeD To operaTe an elecTronIc 

power lIfT anD Three mechanIcally-conTrolleD auXIlIary 

ValVeS. In ThIS confIguraTIon, In aDDITIon To The Three 

auXIlIary ValVeS SupplIeD aS STanDarD (1), The TracTor 

can be opTIonally equIppeD wITh: a 4Th auXIlIary ValVe 

(3) wITh hyDraulIc flow SelecTor (2) To conTrol eITher 

The rIghT lIfTIng roD or The lower lInk STabIlISerS, a 5Th 

elecTronIcally-operaTeD auXIlIary ValVe (4), a 6Th leVer-

operaTeD auXIlIary ValVe (5) for conTrol of hyDraulIc 

moTorS wITh quIck-releaSe couplIngS applIeD To The fronT 

of The TracTor (fIg. e).

The hIgh-qualITy quIck-releaSe couplIngS, mounTeD 

eITher on The fronT or rear of The TracTor, enSure 

opTImum comforT of operaTIon anD ImproVeD TracTor 

proDucTIVITy.

eASe OF ACCeSS, erGONOMIC DeSIGN 
AND ALL-rOUND VISIBILITY FOr THe 
NeW rex S AND V SerIeS TrACTOr CAB

DeSpITe TheIr compacT DImenSIonS, The new reX S anD 

V TracTorS feaTure a comforTable cab wITh curVeD 

wInDowS for eXTra room anD all-glaSS SIDe DoorS 

hIngeD onTo The rear poST for all-rounD VISIbIlITy. 

large acceSS DoorS allow The operaTor To enTer anD 

eXIT The cab wITh eaSe. The InTerIor IS eXTremely STylISh 

anD accuraTe, wITh logIcally-arrangeD conTrolS 

accorDIng To currenT ergonomIc STanDarDS. 

The aDjuSTable SeaT anD The heIghT aDjuSTable STeerIng 

wheel furTher enhance The DrIVIng comforT.  The heaTIng/

VenTIlaTIon anD aIr-conDITIonIng SySTem IS InSTalleD  on 

The cab roof anD InTegraTeD by a fIlTer DeSIgneD To 

purIfy The aIr InSIDe The cab wITh conSIDerable benefITS 

for The operaTor In TermS of comforT, SafeTy anD 

healTh. naTural VenTIlaTIon IS enSureD by The openable 

fronT anD rear wInDScreenS. > fIg. g
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